
Shutt Limited Warranty

Shutt products are warranted for ninety days from date of 
purchase against manufacturing defects in materials or 
workmanship. During this warranty period, Shutt shall repair 
or replace, at its sole option, all parts that are found by Shutt 
to be defective and subject to this Limited Warranty .This 
Limited Warranty is made only to the original owner of this 
new Shutt product, and it shall remain in force only as long 
as the original owner retains ownership of the product. This 
Limited Warranty is not transferable. This Limited Warranty 
does not apply to normal wear and tear, nor to defects, 
malfunctions or failures that result from the abuse, neglect, 
shocks or crashes, improper maintenance, alteration, 
modification, accident, or misuse (including competitive or 
commercial racing), nor damage occurring during shipment. 
Shutt shall not be responsible for any direct, incidental, 
consequential or exemplary damages suffered by any party. 
Proof of purchase and date of purchase are required to 
validate warranty. This Limited Warranty gives you legal 
rights accordingly; you may also have other legal rights 
which vary from state to state and country to country.
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Instructions Manual

Shutt Shift Knobs
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Shutt Shift Knob
For cars with

conventional gearboxes

Instructions:

1) Fit the shift knob 
onto the shift lever, 
screwing it to the right 
to get the fixation;

2) Tighten the screw of 
the shift knob using 
the allen screw driver 
that composes the kit.

. 3 .

Shutt Shift Knob
For cars with lift-up collar

for reverse gear

Instructions:

1) Fit the bottom part onto 
the shift lever, and upon 
it, the shift knob itself, 
screwing it to the right to 
get the fixation;

2) Tighten the screw of 
the shift knob using the 
allen screw driver that 
composes the kit;

3) Screw the bottom part 
manually up to complete 
fixation.

Instructions:

1) Fit the bottom part 
onto the shift lever, 
and upon it, the shift 
knob itself, screwing it 
to the right to get the 
fixation;

2) Adjust the course of 
the limit in the rear-
gear;

3) Tighten uniformly all 
3 screws of the shift 
knob using the allen 

screw driver that composes the kit, so that you’ll 
have the shift knob fixed, watching the correct 
alignment of the shift lever; 

4) Screw the bottom part manually up to complete 
fixation.

 Important recommendation for leather shift 
knobs:

 To retain its properties and do not crack, 
leather requires frequent conditioning. Apply a 
little leather conditioner when it is nearly dry to 
restore flexibility. Do not use waxes or silicone 
formulas.



. 2 .

Shutt Shift Knob
For cars with

conventional gearboxes

Instructions:

1) Fit the shift knob 
onto the shift lever, 
screwing it to the right 
to get the fixation;

2) Tighten the screw of 
the shift knob using 
the allen screw driver 
that composes the kit.

. 3 .

Shutt Shift Knob
For cars with lift-up collar

for reverse gear

Instructions:

1) Fit the bottom part onto 
the shift lever, and upon 
it, the shift knob itself, 
screwing it to the right to 
get the fixation;

2) Tighten the screw of 
the shift knob using the 
allen screw driver that 
composes the kit;

3) Screw the bottom part 
manually up to complete 
fixation.

Instructions:

1) Fit the bottom part 
onto the shift lever, 
and upon it, the shift 
knob itself, screwing it 
to the right to get the 
fixation;

2) Adjust the course of 
the limit in the rear-
gear;

3) Tighten uniformly all 
3 screws of the shift 
knob using the allen 

screw driver that composes the kit, so that you’ll 
have the shift knob fixed, watching the correct 
alignment of the shift lever; 

4) Screw the bottom part manually up to complete 
fixation.

 Important recommendation for leather shift 
knobs:

 To retain its properties and do not crack, 
leather requires frequent conditioning. Apply a 
little leather conditioner when it is nearly dry to 
restore flexibility. Do not use waxes or silicone 
formulas.




